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MATERIAL SAFETY DATA SHEET

GEQ Industries HMIS
4700 Roea Street HEALTH: 1
El Paso, TX 79938 FLAMMABILITY: 2
Reguiar Phone (915) 532-3110 REACTIVITY: O
Emergancy Telephone (303) 623-5617 PERS. PROT. EQUIP: A
NFPA 704
| - PRODUCT IDENTIFICATION
NUMBER: 331  NAME: Fibered Aluminum Roof Coating CLASS: AJuminum Asphalt Cutbaock
N - HAZARDOUS INGREDIENTS
WNGREDIENTS/CAS NUMBERS Decupationsl Exposurs Limits Vapar
Parcent T PEL Pressure
PETROLEUM DISTILLATE 15 - 205% 500 PPM 500 PPM sSMM @ 72 DEG. F.
CAS #84742-478
AROMATIC PETROLEUM DISTILLATE T-10% 100 PPM 100 PPM 37 MM @ 88 DEG. F.
CAS #04742-85-8

i - PHYSICAL DATA

BOILING RANGE: 310-400 Deg. F.
VAPOR DENSITY: Hagvier than alr.
EVAPQRATION RATE: Siower than sther
WEIGHT PER GALLON: Approx 11 Ibs.
% VOLATILE VOLUME: 35-45%

% WATER VOLUME: 0%

MAXIMUM V.0.C.: 500 grams par fiter

Vi - REACTIVITY DATA

STABILITY: Btable

HAZARDOUS POLYMERIZATION: Will not ocour.

HAZARDOUS DECOMPOSITION PRODUCTS: Smoke
CONDITIONS TO AVOID: Heat and source of ignition,
INCOMPATIBILITY (Materials 10 Avoid): Strong oxidizing agenis.

{V - FIRE AND EXPLOSION HAZARD DATA

FLAMMABILITY CLASSIFICATION: - OSHA: 11

DOT: Combusible.

FLASH POINT: 110 Deg. F.

LEL: %

EXTINGUISHING MEDIA: Foam, CO, , Dry Chemical
UNUSUAL FIRE AND EXPLOSION HAZARDS: Water will spread
fire,

SPECIAL FIREFIGHTING PROCEDURES: None

Vil - SPLL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR
SPILLED: Exunguith all sourcss of ignition in the aree. Abexb
spillad material with clay, diatomaceous sarth or other non.
flammabie absarbent material. Let dry in sale plece.

WASTE DISPOSAL METHOD: Dispose as solid waste in
aocordance with local regulations.

¥ - HEALTH HAZARD DATA

EFFECTS OF OVEREXPOSURE: Headache, navsts, giddiness and
loss of consciausness. Nogs, throat and sye ritation.

Extrema exposure may causs Gaath by paralysis of

respiratory centey.

MEDICAL CONDITIONS PRONE TO AQGRAVATION BY
EXPOSLURE: Curmant anemia, respirtiory or fiver ailments.
PRIMARY ROUTE(s} OF ENTRY: Inhalation.

EMERGENCY AND FIRST AID PROCEDURES: Move person 1o
fresh air, Apply artficial respiration it neaded. Remaove
contaminated ciothing. Wash syes with watar 15 minutes, It
swallowed, DO NOT INDUCE VOMITING. CALL PHYSICIANY

COMMENTS: The IARC Monographs (Vol. 35; reporting on mica
paiming studies gtates that thers s sutficlent evidence

for the carcinogenty in expeniments animals of axtracts

of scme asphalts. The same docurment siates that there is
Inadequate evidenca that asphalis alona are carcinogenic

0 humans.

Vi) - SAFE HANDLING AND USE INFORMATION

RESPIRATORY PROTECTION: if TLV is axceaded use organic
respirator or supplied air sysiem, avoiding sources of ignition.

Soray application releasas particulate matter into the air, To

pravant inhalation of suhe, Uss proper respirator device as
recomimended by squipment manufactuner.

VENTILATION: Sufficient io keep vapors below TLV.

PROTECTIVE GLOVES: Neofinane glovs 10 avoid repeatad contast
EYE PROTECTION: Salaty gogies 10 protect from splashes.
OTHER PROTECTIVE EQUIPMENT: None.

HYGIENIC PRACTICES: Wash ekin with soap and water or wateriass
Do not use soivents.

X - SPECIAL PRECAUTIONS

PRECAUTIONS TQ 8F TAKEN IN HANDLING AND STORING:
Store away from sources of igniton,
OTHER PRECAUTIONS: Norm

X - TRANSPORTATION DATA

D.O.T.:: Regulzted. SHIPPING NAME: Cament Fooling Liquid.
HAZARD CLASS: Combusiible. LABEL REQUIRED: None
1M.C.0.; UN(NA) NO.: 1958

CLASS: 2 PAGE:; 3126
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GEO Industries - Material Safety Data Sheet
Manuactured by: GEO industries - 4700 Rosa Strest - Et Paso, Texas 78806 - Phone (815) 532-31 10 Fax (915) 532-3420
HMIS: Health - 1, Flammability - 2, Reactivity - 0, Personal Protection Equipment « A
SECTION | - PROOUCT IDENTIFICATION
Product Name: Flash Master (Non Asbestos) predua ne: 905
Preparation Date: April 8, 1932

Solvants: 10 - 15 Percent

Solubliity: Insoluble Gravily: 9.04 ibs, par galion % Volatie: 10 - 15 Percent

Appserance {Odor: Heavy pasts, black In color, Hydrocarbon odor.

SECTION IV - FIRE HAZARD DATA
Rash Point, Method used; 100°F., TDC Dot Combustible Extinguiahing Madia: Foam or Dry Powder

- TH \f
Eyes/Skin: Irritation wiil resvit Inhalation: Oizziness and Headaches

BEMERGENCY AND FIRST AID PROCEDURES
Eyes: Flush Immed|ately with adequate amounts of water. CONSULT PHYSICIAN tMMEDIATELY,

Skin: Wash with waterlass hand clsanar then with scap and water. Apply hand ‘ation. ¥ irritation parsists, CONSULT A PHYSICIAN.

Inhalation: Remove viclim to open area with adequale ventilation. Administer Oxygen if it |5 available. if sympioms continue, CONSULT A PHYSICIAN
BAMEDIATELY.

ingestion: DO NOT INDUCE VOMITING, CALL PHYSICIAN IMMEDIATELY.

SECTION W1 - REACTIVITY DATA
Siablity: Stable Mazardous Polyrnertzation: Wil not occur

SECTION VIt - SPILL, OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED

Whan clean up is required for cosmatic value, use Minsral Spirits, avoid sparks and open flame. Use with adequate ventilation.  a larger apill occurs, sand,
dint, etc., whould be used to absorb liquid. Then shoveled into appropriate containers and disposad of properly. “See WASTE DISPOSAL METHOD below".

WASTE DISPOSAL METHOD
Dispose in approved waste langfill in accordance with Local, State and Federal Reguiations.

VI - SPECIAL PROTECTION INFORMATION
RESPIRATORY PROTECTION
¥ used where adequaie ventilation sxisis, none, i vapor concentrations are high, wear NIQSH-Agproved Respirator suliable for Hydrocarbon vapars,

VENTILATION
Lisa Explosion-Proof Cilution type having a face velocity of 80 CFM to keep vapor concentrations bisiow TLY and LEL.

GLOVES
Usa Hydrocarbon-Inscluble Rubber or Flastic.

EYE PROTECTION
Chemical splash goggles, in compliance with OSHA Regulations, are advised, Howaver, OSHA Ragulations also permit other type of Safety Glasses, Consult

your Safety Equipment Sypplier.

SECTION X - SPECIN, PRECAUTIONS
COMBUSTIBLE - Keep sway from excessive heat, sparks or opan flame. Read labet ingtructions and use under well ventilated conditions.

DISCIAMER OF LIABILITY

All staternents, technical information and recommendations contained i the preceding pages are based on tests and data which this Company believes
1o ba currantly reliabie, but the ageuracy or compleiensss is not guarantesd and no warranty of any kind ia mada. Since the Company shall have no control
of the propar or impropar use of this produst, it assumes no liability for losa or damage,
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